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Metal-organic framework (MOF) membranes show great promise for propene/propane separation, yet a sharp
molecular sieving has not been achieved due to their inherent linker mobility. Here, zeolitic imidazolate
framework ZIF-8–type membranes with suppressed linker mobility are prepared by a fast current–driven synthesis
(FCDS) strategy within 20 min, showing sharpened molecular sieving for propene/propane separation with a
separation factor above 300. During membrane synthesis, the direct current promotes the metal ions and ligands
to assemble into inborn-distorted and stiffer frameworks with ZIF-8_Cm (a newly discovered polymorph of ZIF-8)
accounting for 60 to 70% of the membrane composition. Molecular dynamics simulations further verify that
ZIF-8_Cm is superior to ZIF-8_I �43m (the common cubic phase) for propene/propane separation. FCDS holds
great potential to produce high-quality, ultrathin MOF membranes on a large scale.
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INTRODUCTION
High-purity olefins are demanded for the production of bulk chemicals,
such as polyethene and polypropene (PP). However, olefin purification
from olefin/paraffin mixtures is one of the most energy-intensive
processes in the industry, and innovative separations are needed
(1). Separation of short-chain olefin/paraffin mixtures is currently
dominated by cryogenic distillation, which consumes over 120 TBtu
(Tera British thermal units) per year (2, 3). Commonly, a two-column–
based systemwithmore than 200 trays is required to extract high-purity
propene [at least 99.5 weight % for polymer-grade specifications; (4)]
for PP production. The columns usually range from 70 to 90 m in
height and 2 to 6 m in diameter, working with a high reflux ratio
of about 15 to 25 and a tray efficiency of 70 to 80%, which makes
this process extremely energy expensive (5).

An urgent demand for energy-saving propene/propane (C3H6/C3H8)
separation has, thus, spurred researchers to explore various alternatives,
and the highly selective permeation based on the molecular sieving
membranes seems to be a promising solution (6, 7). Metal-organic
frameworks (MOFs) represent a tunable class of porous materials with
window aperture size at themolecular scale (8, 9), which are prospective
membrane materials (10, 11). One of the star individuals, zeolitic imi-
dazolate frameworkZIF-8, whose effective apertures (~4.0 to 4.2Å) (12)
fall between the critical diameters of C3H6 (~4.0 Å) and C3H8 (~4.2 Å)
(13), is considered as an ideal candidate for C3H6/C3H8 separation by
molecule sieving. However, the commonly prepared thin-layer ZIF-8
membranes do not perform very well, withmoderate separation factors
below or around 100 (14), limiting their application. This situation
results mainly from two reasons: (i) the difficulties in controlling
polycrystalline membrane microstructures, e.g., the grain boundary,
which spoil the selectivity due to the nonselective intercrystalline dif-
fusion (15); and (ii) the inherent lattice flexibility (features in soft
materials whose linkers are rotatable), which permits larger mole-
cules to permeate through intracrystalline diffusion and decreases
the selectivity (16).

Often, the grain boundary of a supported thin-layer MOF mem-
brane could be optimized by carefully manipulating and improving
the preparation techniques. However, a further enhancement in se-
lectivity is mainly limited by the intrinsic flexible structure of MOFs.
Therefore, suppressing linkermobility is an important route to improve
ZIF-8’s molecular sieving capability (9). A very recent study showed a
structural transformation of ZIF-8 into polymorphs with more rigid
lattices by applying an external electric field (17). The newly formed
monoclinic Cm and trigonal R3m polymorphs exhibited stiffened net-
workswithhindered linkermovements, thus improvingmolecular sieving
of different gas mixtures (17). However, about 1 hour after electrical
switching off, the rigid ZIF-8_Cm phase disappeared, and the mem-
branes relaxed back into the starting configuration. Recently, He et al.
(18) used an electric field to support the nuclei to deposit onto the support,
and then secondary growth was applied to get continuous ZIF-8 mem-
branes, which did not obtain a rigid ZIF-8 polymorph.

Herein, we describe a fast 20-min non-autoclave preparation of
ZIF-8 membranes with inborn-suppressed linker mobility by a fast
current–driven synthesis (FCDS), where the ZIF-8 membrane is grown
by a low direct current (0.7 mA/cm2). The current-driven synthesized
ZIF-8 membrane consists of a mixture of three polymorphs with a
majority of the polymorph ZIF-8_Cm and exhibits highly efficient
C3H6/C3H8 separation performance with a separation factor above 300.
Molecular dynamics (MD) simulations show that it is the polymorph
ZIF-8_Cmwith a stiffened lattice that causes the highly selective pro-
pene sieving.As shown in Fig. 1A, an electrochemical cell is designed for
ZIF-8 membrane growth with a double function of the external direct
current. (i) It promotes the deprotonation of the linker 2-methylimidazole
(2-MIM) to the imidazolate anion, thus boosting the in situ crystal-
lization of ZIF-8 on the substrate. Simultaneously, Zn2+ cations are
attracted. This leads to a fast membrane growth at room temperature,
and just several minutes are enough for the entire continuous mem-
brane layer to form, showing great scalability potential (Fig. 1, C to
H). (ii) The external direct current forms a local in situ electric field
(Fig. 1B) and causes inborn lattice distortion of the ZIF-8 lattice, as
described in a recent report (17), during the assembly of the ZIF-8
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early stage of layer formation, the precursors could still penetrate
through intrinsic defects, such as vacancies and dangling linkers (21),
to keep contact with the conductive support surface, and self-annealing
proceeds. But with longer FCDS time, membrane growth slows and
finally stops, even though residual nutrients remain in the mother
solution (both ligands and metal ions can be detected; fig. S2). The
ZIF-8 layer grown for 20 min displays a thickness of approximately
200 nm (Fig. 2, D and H), which is much thinner than most other re-
ported ZIF-8 membranes. Moreover, an elegant thin-film interference
phenomenon is also observed (fig. S3A), agreeing well with the thick-
ness shown in Fig. 2D (22). The deposited ZIF-8 film attacheswell to the
supports, and it did not flake off even under an ultrasonic water bath
treatment for 60 min. As shown in fig. S3 and movie S1, the thin-film
interference still exists after ultrasonic treatment, andno visible cracking
appears. The appearance of the membranes remained unchanged after
strenuous shaking and even falling from a height of 1 m. This high du-
rability of the membranes allowed us to handle andmeasure them easily.

The growth mechanism of FCDS is investigated by electrochemical
methods. In principle, the deprotonation of the ligands is a vital step
for the assembly of MOF crystals. Dinc� and co-workers (23) proposed
that during cathodic deposition, the existence of NO3

− or other pro-
bases in the solution is necessary to generate a base for the in situ
deprotonation of the ligands. However, all previous cathodic deposition
reports focused on carboxylate-based MOFs, and no azolate-based
MOFs (such as ZIF-8) have been grown at the cathode before (24).
In our case, the matter is different, because Zn(CH3COO)2 instead of

Fig. 1. Synthesis of ZIF-8 membranes and the difference between ZIF-8_I �43m and ZIF-8_Cm for propene/propane separation. (A) The electrochemical cell for
membrane growth by FCDS. The substrate serves as a cathode in the electrochemcial system. (B) Schematic illustration of the ZIF-8 membrane growth via FCDS in
comparison with solvothermal growth. In the solvothermal route, zinc ions and linkers assemble into the normal ZIF-8_I �43m phase. With the local in situ electric field
that formed around the support by the current, inborn lattice distortion occurs and the stiff polymorph ZIF-8_Cm is formed. (C to H) Schematic illustration and SEM
images during ZIF-8 layer formation. Scale bars, 200 nm. (I) Difference between ZIF-8_I �43m and ZIF-8_Cm for C3H6/C3H8 separation. Because the linkers of ZIF-8_I �43m
are easier to rotate than those of ZIF-8_Cm, during C3H6/C3H8 separation, the bigger propane molecules can permeate through the ZIF-8_I �43m apertures more easily
than through the ZIF-8_Cm apertures. Consequently, ZIF-8_Cm polymorph is expected to be more efficient for propene sieving.
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framework. Therefore, membrane layers of distorted ZIF-8 polymorphs
with rigid frameworks and long lifetime can be prepared, which are
promising to sharpen molecular sieving capability (Fig. 1I).
RESULTS
The stepwise evolution of ZIF-8 layer formation on the anodic alumi-
num oxide (AAO; Fig. 1F) is recorded by scanning electronmicroscopy
(SEM) images (Fig. 2 and fig. S1).With a small constant current den-
sity of 0.7 mA/cm2, an initial precursor appears on the surface after
~5min (fig. S1). The ultrathin precursor is translucent, and the AAO
pore structure beneath is visible. However, the precursor does not fully
cover the substrate. No crystallinity or specific chemical bonds are
detected in this starting period, according to x-ray diffraction (XRD)
and Fourier transform infrared (FTIR) spectroscopy (fig. S1, K to M).
After an initial nucleation period, the typical crystallization process of
MOF formation begins (19, 20). An entire ZIF-8 layer with a thickness
of 105 nm is observed after ~8.5 min (Fig. 2A). Once an entire layer is
formed, the programmed constant current could not be maintained,
and the current signal would drop down at the moment. Because
ZIF-8 is nonconductive, the already-formed ZIF-8 membrane serves
as an insulating layer to hinder further growth. Therefore, the drop in
current is a signal that a complete membrane layer has been formed
already (fig. S1). Nevertheless, the current—and thus the growth of the
layer—does not stop completely (increasing thickness with time; Fig. 2),
despite the growth rate slowing down (fig. S1N). Most probably, in the
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Zn(NO3)2 was used. To reveal the intrinsic mechanism, the mother
solution of 0.05M zinc acetate and 0.1M2-MIM inmethanol was char-
acterized by cyclic voltammetry (CV; fig. S4). Only the H2 evolution
reaction was found to occur (fig. S4B), indicating that the ZIF-8 forma-
tion is directly related to the reduction of protons. We speculate that
protons in 2-MIM are removed and reduced by electrons (eq. i), al-
though a slight H2 evolution reaction is also observed in pure methanol
(eq. ii; fig. S4C). Because the pKa (acidity coefficient; where Ka is the
acid dissociation constant) value of 2-MIM (14.44 ± 0.10) (25) is lower
than that of methanol (15.17 ± 0.10) (25), the H+ dissociation from the
2-MIM ligands is much easier, and the 2-MIM/methanol solution
shows higher electrical conductivity (fig. S4E) and larger current density
by linear sweep voltammetry (LSV; fig. S4, C andD). These results con-
firm that the ligands provide protons. Consequently, the deprotonated
ligands can easily coordinate with the Zn2+ ions to form ZIF-8.

Gas separation through a series of five ZIF-8 membranes with dif-
ferent FCDS times was measured by the Wicke-Kallenbach technique
(fig. S5). Longer FCDS time results in higher C3H6/C3H8 separation
factors (Fig. 3A), and the membranes grown for 20 min exhibit separa-
tion factors of 304.8 with C3H6 permeance of 52.0 gas permeation units
(GPUs; 1 GPU = 3.348 × 10−10 molm−2 s−1 Pa−1, average values of nine
independent preparations from 12 samples; table S1). The selectivity
does not continue to increase even if the growth time exceeds 20min.
The membrane selectivity is significantly higher (the best up to date)
Zhou et al., Sci. Adv. 2018;4 : eaau1393 26 October 2018
than other membranes (Fig. 3B). Considering the linker movements,
it is hard for phase-pure ZIF-8 membranes that are prepared by usual
solvothermal crystallization to have such an unprecedented separation
factor (12). Thus, the improved selectivity can be ascribed to the sup-
pressed linker mobility in the current-driven synthesized membranes,
since a local in situ electric field exists during FCDS of ZIF-8. Therefore,
we expected that a stiffer ZIF-8 polymorph might have been formed,
analogous to the previous report on switching of a ZIF-8 layer by an
external electric field (17). Rietveld refinement of the XRD results using
TOPAS 4.1 shows that the ZIF-8 membranes are a mix of three phases
with different space groups: Cm, R3m, and I�43m (Fig. 4A and fig. S6).
These three polymorphs of ZIF-8 are also observed when ZIF-8 is
exposed to an external electric field (17). For the membrane grown
for 20 min, more than 70% of the ZIF-8 crystals belong to the stiffer
Cm phase, while the flexible I�43m phase only accounts for less than
5% (Fig. 4A). The superior selectivity, Spropene/propane, of ZIF-8_Cm to
ZIF-8_I �43m is confirmed by MD simulations based on both a single
monolayer and a 200-nm-thick membrane of ZIF-8 (fig. S7, Fig. 4B,
and tables S4 and S5). The root mean square deviation (RMSD) of the
ZIF-8_Cmmembrane in theMD simulations is about half of that of the
ZIF-8_I �43m membrane (fig. S7A), which indicates that the linker
movements in ZIF-8_Cm are suppressed, agreeing with the recent
report (17). Because of the suppressed linker movement of ZIF-8_Cm,
the passage rate of propene through the membrane decreases to about
31% of that through ZIF-8_I�43m, while amore drastic decrease to 8.7%
of the original value is observed for propane. The decrease of passage
rate is consistent with the moderate permeances of the membranes.
However, this asynchronism of rate changes leads to a considerably
enhanced C3H6/C3H8 selectivity of ZIF-8_Cm (~530), which is much
higher than that of ZIF-8_I�43m(~150). The ZIF-8membranes synthe-
sized in our work consist of ~70% ZIF-8_Cm; thus, the ideal selectivity
could be roughly estimated to be ~370 (530 × 70%) according to the
MD simulation results, which is slightly higher than the experimental
value of 305.

The benefits of suppressed linkermobility in ZIF-8_Cm–dominated
membranes are reflected by the separation performance of membranes
grown for different times (Fig. 3A), such as 8.5, 12.5, 16.5, 25, and
30 min. In all these current-driven synthesized membranes, the ZIF-
8_Cmphase dominates with a share of 60 to 70% (fig. S6). For extended
FCDS time (from 8.5 to 30min), the separation factor increases steadily
from 128 to above 300, while the permeance slightly decreases. All
separation factors are superior to literature data, which proves that
ZIF-8_Cm–dominated membranes are better candidates for propene
purification. For a better comparison, we also prepared ZIF-8 mem-
branes by traditional solvothermal growth, which were dominated by
the ZIF-8_I �43m phase (fig. S6G). However, the propene/propane sepa-
ration factor is only around 7 (fig. S5G), similar to the recent report (17).

Moreover, the increase of the separation factor with increasing
FCDS time is attributed to the current-driven mending of intrinsic de-
fects and grain boundary structure. The evidence can be found from
laser scanning confocal microscopy (LSCM) images of membranes
prepared for different FCDS times (15). Extending the preparation time
from5 to 7min, fewer and fewer probemolecules (CdTe quantumdots)
could be detected in the permeate surface of membranes, showing
abatement of intercrystalline defects with time. After 8.5 min of FCDS,
no intercrystalline defects could be detected (fig. S8), which demon-
strates that the membrane quality is self-reinforced during membrane
evolution. Simultaneously, extended growth results in a higher framework
density at the grain boundary region with larger mass transfer resistance,
Fig. 2. SEM characterization of FCDS membranes. (A to D) Cross-sectional SEM
images of FCDS ZIF-8 membranes with different growth times. (E to H) Energy-
dispersive x-ray spectroscopy (EDXS)mapping imagesof themembranes’cross-sectional
view at lower magnification (due to the difficulty to scan at higher magnification).
Zn (red) is the tracer for the ZIF-8 layer, and Al (blue) is the tracer for the AAO
support. The corresponding membrane SEM images with lower magnification
are given in fig. S1.
3 of 8
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Fig. 3. Membrane separation performance. (A) Binary C3H6/C3H8 separation performance of the ZIF-8 membranes as a function of growth time at room temperature.
(B) Comparison of the C3H6/C3H8 separation performance of FCDS ZIF-8 membranes with literature data. Information on the data points is given in table S3. (C) Binary
C3H6/C3H8 separation performances of the ZIF-8 membrane (grown for 20 min) as a function of temperature. The rectangular orange area shows the separation
performance after cooling to 25° from 150°C. (D) Long-term stability of the ZIF-8 membrane (grown for 20 min) for C3H6/C3H8 separation at room temperature
and 1 bar.
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Fig. 4. XRDRietveld refinement andMDsimulations results. (A) Rietveld refinement of the XRD results of FCDSZIF-8membranes grown for 20min. [Rwp (weighted profile R
factor), 3.30%; Rexp (expected profile R factor), 1.74%; GoF (goodness of fit), 1.90]. The results show that the main phase in the as-synthesized membranes is ZIF-8_Cm, so
themembrane separation performance is mainly determined by ZIF-8_Cm. a.u., arbitrary unit. (B) MD simulations of a propene/propanemolecule passing through a ZIF-8_I�43m
or ZIF-8_Cmmembranewith a thickness (along the z axis) of 200 nm, respectively. The passage rate (the inverse of passage time, averaged from five independentMD simulations
in table S5) of both propene andpropane through the ZIF-8_Cmmembrane is slower than that through the ZIF-8_I�43mmembrane. This decrement is less significant for propene,
leading to a considerably enhanced selectivity of propene over propane (increased from ~150 to ~530).
Zhou et al., Sci. Adv. 2018;4 : eaau1393 26 October 2018 4 of 8
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as previously reported in both zeolite (26) andMOFmembranes (27, 28).
Thus, the permeances of both C3H6 and C3H8 decrease with time, even
though the thickness does not considerably increase. Moreover, the
permeance of C3H6 decreases slightly with increasing feed pressure
(1.0 to1.4 atm; fig. S5E), which is in accordance with the literature
(15). The selectivity shows negligible changes, indicating lack of de-
fects and suppressed flexibility. The C3H6 permeance decreases with
increasing temperature (measured from 25° to 150°C), while the C3H8

permeance slightly increases, leading to a decreased separation factor
(Fig. 3C). This trend is analogous to common ZIF-8 membranes for
C3H6/C3H8 separation, as the gas permeation throughmembranes is
an activated process composed of molecular adsorption and diffusion
(29). Considering the difference of the apparent activation energy of
the gas permeation between C3H6 and C3H8 (fig. S5F), this trend is
quite reasonable. Rietveld refinement of XRD results shows that the
ZIF-8_Cm phase still accounts for ~70% of membrane composition
after heating at 150°C for 24 hours, and the separation performance
can totally turn back after cooling to room temperature (fig. S6F and
Fig. 3C). Thismeans that a higher temperature does not cause relaxa-
tion, and the ZIF-8_Cm polymorph is temperature stable, at least up
to 150°C. In addition, the ZIF-8 membrane also exhibits good stabil-
ity over a 170-hour long-term C3H6/C3H8 separation experiment
(Fig. 3D), indicating the high quality of the membrane and long
lifetime of ZIF-8_Cm. It should be noted that, different from the pre-
vious work (17), the ZIF-8_Cm polymorph obtained by inborn dis-
tortion in this workwill not turn to ZIF-8_I�43m, because it is the parent
form and any further change of the original configuration needs extra
energy.

Besides (i) perfect defect-free growth and (ii) growing the poly-
morphwith rigid lattice andmolecular sieve property, FCDSholds great
promise for a scale up. In contrast to the conventional solvothermal
growth, which requires autoclaves because of relatively high tempera-
ture, high pressure, and long reaction time, the straightforward one-step
andmild FCDS strategy exhibits an ultrafast route for membrane prep-
aration at ambient conditions (fig. S9), which is beneficial for reducing
the cost and energy consumption with improved productivity and
safety. Moreover, the generality of the FCDS for ZIF-8 membranes
on different conducting substrates has also been verified, proven for
stainless steel nets, nickel foam, and porous stainless steel discs with
ZIF-8_Cmpolymporph still dominating themembrane composition
(fig. S10), which makes the FCDS strategy more industrially applica-
ble and flexible.

In summary, a ZIF-8 layer with inborn-suppressed linker mobility
has been synthesized successfully by an electrochemical method
named “fast current driven synthesis” (FCDS), leading to sharpened
molecular sieving capability for C3H6/C3H8 separation. The XRD
Rietveld refinement results reveal that approximately 60 to 70% of
the current-driven synthesized ZIF-8 belongs to the ZIF-8_Cm poly-
morph, whose framework structure is stiffer than that of the common
ZIF-8_I �43m phase. The benefits of the supressed linker mobility in
ZIF-8_Cm for C3H6/C3H8 separation are proven by both mixed-gas
permeation experiments and MD simulations, where ZIF-8_Cm–
dominated membranes exhibit a highly enhanced C3H6/C3H8 sepa-
ration factor above 300. Moreover, stepwise evolution of membranes
with FCDS time demonstrates the self-reinforced process during
membrane growth using the FCDS route. This strategy is not only
facile, mild, and straightforward but also a general tool for the
large-scale production of high-quality MOF membranes for gas
separation.
Zhou et al., Sci. Adv. 2018;4 : eaau1393 26 October 2018
DISCUSSION
Here, we prepared FCDS membranes on planar conducting supports
such as metal-coated AAO, stainless steel nets, Ni foam, and porous
stainless steel discs. For industrial applications, the permeance, in
particular, must be improved. Increasing the effective membrane
area per volume will be one route to increase the yield of the target
product, and fabricating hollow fiber membranes may be an effec-
tive approach. FCDS can be applied to conductive hollow fiber
supports, as shown in fig. S10J. The ZIF-8 layer could be controlled
to grow either on the inner surface or on the outer surface by simply
tuning the location of the conductive surface. Of course, it will be
a challenging task to develop a cheap conductive hollow fiber
from conducting polymers or ceramics. Conductive TiO2 or mixed
matrices of ceramic powder and metal powder could also be used.
MATERIALS AND METHODS
Materials
Zinc acetate dehydrate (>99.99%, Aladdin), 2-MIM (>99%, Aladdin),
methanol (GuangzhouDonghongChemical Reagent Co. Ltd.), tetrabu-
tylammonium hexafluorophosphate [(NBu4)PF6; >99.99%, Aladdin],
zincon monosodium salt (Sino Chemical Co. Ltd.), and porous AAO
(diameter, 18 mm; pore diameter, 70 nm; Pu-Yuan Nanotechnology
Limited Company) were used in this study. Asymmetric ceramic
support discs (a-Al2O3 support with 70-nm grains in the top layer)
with a diameter of 18 mmwere purchased from IKTS (Fraunhofer
Institute for Ceramic Technologies and Systems) Hermsdorf. An
HDV-7C potentiostat from Fujian Changlian Electronic Co. Ltd
was used.

Methods
Preparation of the 2-MIM solution
First, 0.41 g of 2-MIM was dissolved in 50 ml of methanol and then
treated by ultrasonication to dissolve all the chemicals. The electrical
conductivity of this solution was measured by a conductivity meter
at room temperature.
Preparation of the (NBu4)PF6 solution with the same electrical
conductivity as the 2-MIM solution
First, 50ml ofmethanol was poured into a flask containing the probe of
the conductivity meter. Then, (NBu4)PF6 powder was added into the
solution with gentle shaking until the electrical conductivity reached
that of the 2-MIM solution.
Preparation of mother solution for synthesis of
ZIF-8 membranes
A solidmixture of zinc salts (0.55 g of zinc acetate) and 0.41 g of 2-MIM
was dissolved in 50ml of methanol. Themolar ratio of 2-MIM/ Zn2+ in
this system was 2:1. The mixed solution was treated by ultrasonication
to dissolve all the chemicals.
Preparation of ultrathin ZIF-8 membranes by FCDS
An AAO disc with a Pt coating was immerged into the mother solu-
tion prepared as stated above. A current density of −0.7 mA cm−2 was
conducted for a certain period at room temperature to generate the
ultrathin ZIF-8 membranes before the membranes were taken out
and dried at room temperature.
Preparation of ultrathin ZIF-8 layers by FCDS on stainless steel
nets, Ni foam, and porous stainless steel discs
The substrates (stainless steel nets, Ni foam, or porous stainless steel
discs) were first cleanedwith dilutedHCl solution and ethanol and then
were immersed themother solution prepared as stated above. A current
5 of 8
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was applied for 20 min at room temperature with a density of
−0.7 mA cm−2 to generate ultrathin ZIF-8 layers before they were taken
out and dried at room temperature.
Preparation of ZIF-8 membranes by solvothermal growth
The growth method reported in (17) was adopted. First, the support
of Al2O3 was soaked for 1 hour in a solution containing 0.982 g of
ZnCl2, 2.142 g of Zn(NO3)2∙6H2O, and 26.6ml ofMeOH. Afterward,
the support was transferred into a PTFE (polytetrafluoroethylene)
holder and set vertically in a PTFE-lined autoclave containing 0.509 g
of sodium formate, 5.19 g of 2-MIM, and 40ml ofMeOH. The reaction
mixture was heated to 120°C and held at that temperature for 8 hours.
Characterization
XRD patterns were recorded at room temperature under ambient
conditions with a Bruker D8 Advance diffractometer with Cu Ka ra-
diation at 40 kV and 40 mA. To get enough intensity for Rietveld
refinement, the samples were scanned at 75 s per step, where normal
scanning was at 15 s per step. Calculations on the XRD patterns were
performed with TOPAS 4.1 using equipment-specific correction
parameters. An xyz profile function was used to fit the peak shapes.
FTIR patterns were recorded with a Bruker VERTEX 70 spectrometer.
Ultraviolet-visible spectroscopy was characterized using a SHIMADZU
UV-2450. Themorphologies and cross sections of themembranes were
observed by SEM using a HITACHI SU8200. The electrical conduc-
tivity was measured at room temperature with a conductivity meter
produced by INESA Scientific Instrument Co. Ltd. (DDS-307A). CV
and LSV were characterized using an electrochemical workstation
produced by CH Instruments Inc. (CHI 760E). The LSCM images
were characterized by Leica TCS SP8.

LSCM measurements on ZIF-8 membranes for different growth
times were conducted to detect the intercrystalline defects according
to the literature (15, 30). The membranes were mounted on
homemade permeance cells. The membrane side was contacted to
pure methanol, while the support side was saturated with the meth-
anol solution containing CdTe quantum dots (~2.8 nm; supplied by
Nanjing beri Instrument Equipment Co. Ltd.) for a period of 60 hours.
Then, the solutions in both sides were poured out, and the membranes
were removed, washed with copious amount of fresh methanol, dried
by blowing N2 gas, and kept at room temperature for 12 hours before
the characterization.
Gas permeation test
For a single-gas permeation measurement, the preparedMOFmem-
brane was fixed in a module sealed with O-rings. A volumetric flow
rate of 25ml min−1 gas was applied to the feed side of the membrane,
and the permeate gas was removed from the permeate side by the
sweep gas. Pressures at both the feed side and the permeate side were
maintained at 1 bar. In most cases, N2 was used as the sweep gas,
except in the N2 single-gas measurement, where CH4 was used as
the sweep gas. A calibrated gas chromatograph (Agilent 7890A)
was used to measure the concentration of each gas on the permeate
side. The membrane permeance, Pi (mol m−2 s−1 pa−1), is defined as
Eq. 1

Pi ¼ Ni

DPi•A
ð1Þ

where Ni (mol s−1) is the molar flow rate of component i, DPi (Pa) is
the transmembrane pressure difference of component i, and A (m2)
is the effective membrane area for testing. The ideal selectivity, Si/j, is
Zhou et al., Sci. Adv. 2018;4 : eaau1393 26 October 2018
calculated from the relation between the permeance of components i
and j.

Si=j ¼ Pi

Pj
ð2Þ

For the mixed-gas permeation measurement, the prepared MOF
membrane was fixed in a module sealed with O-rings. A 1:1 mixture
of gas was applied to the feed side of the membrane, and the perme-
ate gas was removed from the permeate side by the sweep gas. The
feed flow rate was kept constant with a total volumetric flow rate of
50mlmin−1 (each gas, 25mlmin−1). Pressures at both the feed side and
the permeate side were maintained at 1 bar. N2 was used as the sweep
gas. A calibrated gas chromatograph was used to measure the concen-
tration of each gas on the permeate side. The separation factor, ai,j, of
the gas pairs is defined as the quotient of the molar ratios of the com-
ponents (i, j) in the permeate side, divided by the quotient of the molar
ratios of the components (i, j) in the feed side

ai=j ¼
Xi;perm=Xj;perm

Xi;feed=Xj;feed
ð3Þ

MD simulation method
First, the simulation system consisted of a single monolayer ZIF-8
nanosheet and a gas molecule. ZIF-8 was modeled by force field
parameters developed by Economou and co-workers (13, 31), while
gas molecules were modeled by the united atom Trappe force field
(32, 33). The crystal structures of ZIF-8 were taken from the recent
publication (17). The periodic boundary condition (PBC) was applied
to the xy direction of the system (the membrane plane), and the wall
condition was applied to the z direction (vertical to the membrane
plane). In the beginning, a gas molecule was put near the ZIF-8 na-
nosheet. The systemwas subjected to a 500-step steepest-descent energy
minimization, and then an NVT (constant particle number, volume,
and temperature) simulation was performed (leapfrog algorithmwith a
time step of 1 fs). The ZIF-8 nanosheet was flexible during the NVT
simulation. The Nose-Hoover thermostat (34) was used to maintain a
constant simulation temperature of 298.2 K. The short-range interac-
tionswere evaluated using a neighbor list of 10Å thatwas updated every
10 steps, and the Lennard-Jones interactions were switched off smoothly
between 8 and 9Å. A long-range analytical dispersion correction was
applied to the energy to account for the truncation of these interactions
(35). The electrostatic interactions were evaluated using the reaction
field method (36). In a normal NVT simulation where no pulling
force was applied to the gas molecule, it could not pass the membrane
even though the simulation time was extended to 500 ns. This is quite
expected, since the size of gas molecules (propane, ~0.42 nm; propene,
~0.40 nm) was considerably larger than the window size of ZIF-8
(0.34 nm, with the flexibility of ZIF-8 taken into account). Thus, we
applied a constant force of 50 kJ/(mol nm) to the gas molecule during
the following NVT simulations, where the gas molecule passed
through the membrane during a time course ranging from 0.1 to 50 ns,
which depends on the specific gas molecule and the ZIF-8 phase. As
for each specific gas molecule (propane or propene) + ZIF-8 phase
(I�43m or Cm) membrane system, the simulation was repeated five
times, and the average time it took the gas molecule to pass through
themembrane was reported (table S4). The permeability was defined
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as the reciprocal of the time course, and the selectivity was defined as
the ratio of permeability between propane and propene.

Spropene=propane ¼
Ppropene

Ppropane

To better mimic the experiments, the other set of simulations
were also performed, where a propane/propene molecule moved in
bulk ZIF-8 membrane (I�43m or Cm phase) (PBC was applied to all
xyz directions). A constant force of 100 kJ/(mol nm) was exerted to
the gas molecule, and the time course it took to move 200 nm along
the membrane thickness direction (z) was recorded (table S5).

The bulkmodulus of the single monolayer and 200-nm-thickmem-
brane was calculated from the fluctuation of the membrane volume

Kbulk ¼ kBTV=s2V

where Kbulk is the bulk modulus,V is the volume of the membrane, kB
is Boltzmann’s constant,T is the temperature, ands2V is the variance of
the volume.
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